






DIMENSIONS, WEIGHTSDIMENSIONS, WEIGHTS

Classic Models FB-A/ICS 4 6 9.5 10 15 20 25 30 50 60
Unit Size:                                                                               HP 4 6 9.5 10 15 20 25 30 50 60
Heights and Widths
(A)   Boiler Minimum Height                                        IN 57 68 79 76 83 83 85 93 95 101
                                                                                                  MM 1447 1712 1986 1921 2096 2089 2140 2343 2397 2550
(B) Boiler Height With Trim and Fuel Train           IN 63 74 84 80 86 92 94 105 114 120
                                                                                                  MM 1601 1866 2118 2029 2181 2315 2365 2561 2886 3038
(C) Overall Depth Stack                                                  IN 44 44 44 45 47 59.5 60 66.5 77 77
      to Burner Fan Housing                                          MM 1118 1118 1118 1143 1194 1511 1524 1689 1956 1956
(D) Boiler Diameter                                                           IN 26 26 26 28 30 39 39 46 55 55
                                                                                                  MM 660 660 660 711 762 991 991 1168 1397 1397
(E) Overall Width                                                                IN 35.5 35.5 35.5 37 39 46.5 47 52.5 60 60
     with Water Column                                                  MM 902 902 902 940 991 1181 1194 1334 1524 1524
(F) Flue Outlet Diameter                                                IN 6 6 6 6 8 10 10 12 12 12
                                                                                                  MM 152 152 152 152 203 254 254 305 305 305
(G) To Center of Flue Outlet                                          IN 42 52 62 58 63 65 66 73.5 79 85
                                                                                                  MM 1070 1320 1575 1473 1600 1651 1676 1867 2007 2159
Minimum Clearances
(H) Clearance for Burner Removal *    IN 72 82 92 86 92 96 98 106 114 124
                                                                                                  MM 1828 2083 2337 2184 2337 2438 2490 2692 2896 3150
(I)  Opening Required for Installation                     IN 26 26 26 28 30 39 39 46 55 55
      With Water Column Removed                          MM 660 660 660 711 762 991 991 1168 1397 1397
Front of Boiler                                                                      IN 36 36 36 36 36 36 36 36 36 36
                                                                                                  MM 915 915 915 915 915 915 915 915 915 915
Sides & Rear of Boiler                                                       IN 24 24 24 24 24 24 24 24 24 24
                                                                                                  MM 610 610 610 610 610 610 610 610 610 610
Weights
Approx. Shipping Weight                                             LB 1500 1780 2050 2000 2400 3750 3690 5450 7860 8260
                                                                                                    KG 680 807 929 910 1088 1700 1673 2472 3565 3747

* This dimension is 6” less for oil-� red units 4-50 HP and 12” less for oil-� red units 60 HP.
X Add 6” for low emissions burner removal.

* This dimension is 6” less for oil-� red units 6-50 HP and 12” less for oil-� red units 60 HP.   Add 6” for low emissions burner removal.
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AND SPECIFICATIONS
Classic Models  FB-A/ICS 4 6 9.5 10 15 20 25 30 50 60
Unit Size:                                                                               HP 4 6 9.5 10 15 20 25 30 50 60
Ratings* (Sea level to 3000 ft.)
Output                                                             1,000 BTUHR 134 201 319 335 503 670 837 1,005 1,674 2009
                                                                        1,000 KCAL/HR 34 51 81 85 127 169 211 254 422 507
Steam Output                                                             LB/HR 138 207 328 345 518 690 863 1,035 1,725 2,070
                                                                                           KG/HR 63 94 149 157 235 313 392 470 785 939
Approximate Fuel Consumption at Rated Capacity+
Light Oil                                                                              GPH N/A N/A 2.9 3.0 4.5 6.0 N/A 9 15.0 18.0
                                                                                                  LPH N/A N/A 11.0 11.4 17.0 22.7 N/A 34.1 56.8 68.1
Propane Gas                                                             FT3/HR 67 97 154 161 242 323 419 484 837 1005
                                                                                          M3/HR 1.9 2.7 4.4 4.6 6.9 9.1 11.9 13.7 23.7 28.5
Natural Gas                                                               FT3/HR 168 242 384 404 605 807 1046 1210 2093 2511
                                                                                        M3/HR 4.8 6.9 10.9 11.4 17.2 22.9 29.6 34.3 59.3 71.1
Nat. Gas Boiler Connection Size                                IN 1 1 1 1 1 1.25 1.25 1.5 1.5** 2
                                                                                                  MM 25 25 25 25
Burner Motor HP                Gas        3450 RPM/60 CY .33 .33 .33 .33 .33 .33 gas .75 .75 gas 1.5 gas 1.5 gas
                                                     Oil           .33 .33 .33 .75 N/A .75 2 2
Electric Power Requirements (in Amps)
Gas                                                      120V,60 CY, 1 Phase 7.2 7.2 7.2 7.2 7.2 7.2 gas 13.8 gas 13.8 20 20
Oil 7.2 7.2 7.2 7.2 7.2 13.8 oil 13.8 oil 13.8 oil 24 oil 24 oil
Gas                                              240V, 50/60 CY, 1 Phase 3.6 3.6 3.6 3.6 3.6 3.6 gas 6.9 gas 6.9 10 gas 10 gas
Oil 3.6 3.6 7.2 7.2 7.2 6.9 6.9 6.9 12 12
Gas                                              208V, 50/60 CY, 3 Phase 2.4 2.4 2.4 2.4 2.4 2.4 gas 3.7 gas 3.7 6.9 gas 6.9 gas
Oil 2.4 2.4 2.4 2.4 2.4 3.5 3.7 3.7 7.8 7.8
Gas                                              240V, 50/60 CY, 3 Phase 2.2 2.2 2.2 2.2 2.2 2.2 gas 3.2 gas 3.2 6.0 gas 6.0 gas
Oil 2.2 2.2 2.2 2.2 2.2 3.2 3.2 3.2 6.8 6.8
Gas                                              480V, 50/60 CY, 3 Phase 1.1 1.1 1.1 1.1 1.1 1.1 gas 1.6 gas 1.6 3.0 gas 3.0 gas
Oil 1.1 1.1 1.1 1.1 1.6 1.6 1.6 3.4 3.4
Water Content
                                                                                    GALLONS 14 16 16 24 39 77 82 170 245 270
                                                                                           LITERS 53 61 61 91 148 291 310 644 927 1022

*Note: All piped connections are <3” are NPT, >3” ANSI 150 � ange

* This dimension is 6” less for oil-� red units 4-50 HP and 12” less for oil-� red units 60 HP.
X Add 6” for low emissions burner removal.

+ Consumption based on Light Oil 140,000 BTU/G/ Natural Gas 1010 BTU/ft3; Propane 2530 BTU/ft3. 
* All ratings from 0 PSIG and at 212°F.   •    Consult Factory   •   ** 2”/51mm IRI and CSA   •   N/A-Not Available
Speci� cations and Dimensions are approximate. We reserve the right to change speci� cations and/or dimensions without notice. Diagram for 
guidance purposes only.    Comprehensive details of dimensions, connections, etc. for each model are given on product dimension data sheets 
available from Fulton.
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Condensate return tank should be vented and have a capacity 
su�  cient to satisfy boiler consumption and maintain proper 
return tank temperature. Vent pipe should not be down-sized 
(may cause pressure build up in the condensate tank).  Return 
pipes must not be insulated. 

See Return System Instruction Manual.
Optional barometric damper is recommended
for most installations.

Boiler, Condensate Tank, and Blow-Down Separator



HORIZONTAL FEEDWATER / CONDENSATEHORIZONTAL FEEDWATER / CONDENSATE
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Optional preheat kits are available.

Standard pump is good for 212°F maximum water  
temperature. Pumps for higher temperature water 
are available upon request.

Horizontal Condensate Return 
Systems Designed For Boilers 
From 22 HP to 200 HP

Fulton condensate return 
systems are completely 
assembled with tank, stand, 
high pressure pump, motor, 
strainer, � oat valve, shut-o�  
valve, gauge glass assembly, 
with over� ow and drain 
openings.

• Heavy gauge properly
 sized tanks built for quick
 installation and removal
 or replacement

• Heavy duty feed water
 pump

• Rigid welded support
 frame

Model HT 30 60 100 200
For Boiler Size   HP 22-30 51-60 81-100 151-200
Full Capacity             GALLONS 46 94 147 220
                                                LITERS 174 356 556 833
Weight                                       LBS 195 465 650 1190
                                                      KGS 89 211 295 540
DIMENSIONS
(A) Tank Diameter                   IN 18 24 30 30
                                                       MM 457 610 762 762
(B) Tank Length                        IN 42 48 48 72
                                                       MM 1067 1219 1219 1829
(C) Overall Height                   IN 45 52 80 80
       Floor-Top Of Tank         MM 1143 1321 2032 2032
CONNECTIONS
(D) Vent/Return                        IN 1.25 2 3 3
                                                       MM 32 51 76 76
(E) Drain                                        IN .50 1 1 1
                                                       MM 13 25 25 25
(F) Pump Outlet                       IN 1 1 1 1.25
                                                       MM 25 25 25 32
(G) Cold Water Inlet                IN .50 .75 .75 1
                                                       MM 13 19 19 25
(H)* Over� ow Opening       IN 1 1 1 1
                                                       MM 25 25 25 25
(I) Pump HP           1 Ph. Motor 2  3 7.5
     (High Pres Blr)   3 Ph. Motor 2 5 3 7.5
(I) Pump HP           1 Ph. Motor .33 1 .5 1
     (Low Pres Blr)    3 Ph. Motor .33 1 .5 1

RETURN SYSTEMSRETURN SYSTEMSRETURN SYSTEMSRETURN SYSTEMS

SPECIFICATIONS & DIMENSIONS

* Over� ow opening must be piped to drain.   Consult Factory      Consult Factory for larger sized tanks.



Model VT 30 60 100
For Boiler Size   HP 1 - 30 31 - 60 61 - 100
Full Capacity GALLONS 46 94 147
                                                LITERS 174 356 556
Weight                                       LBS 195 465 650
                                                      KGS 89 211 295
DIMENSIONS
(A) Tank Diameter                   IN 18 24 30
                                                      MM 457 610 762
(B) Tank Height                         IN 42 48 48
                                                      MM 1067 1219 1219
(C) Overall Height                   IN 63 71 71
       Floor-Top Of Tank        MM 1600 1803 1803
CONNECTIONS
(D) Vent/Return                        IN 1.25 2 2
                                                      MM 32 51 51
(E) Drain                                       IN .50 1 1
                                                      MM 13 25 25
(F) Pump Outlet                       IN 1 1 1
                                                      MM 25 25 25
(G) Cold Water  Inlet              IN .50 .75 .75
                                                      MM 13 19 19
(H)* Over� ow Opening       IN 1 1 1
                                                      MM 25 25 25
Boiler HP 1-12.5 13-21 22-30 31-50 51-60 61-80 81-100
(I) Pump HP           1 Ph. Motor .5 .75 2 2 5 5 5
     (High Pres Blr)   3 Ph. Motor .5 .75 2 2 5 5 5
(I) Pump HP           1 Ph. Motor .25 .33 .33 .5 1 1 1
     (Low Pres Blr)    3 Ph. Motor .25 .33 .33 .5 1 1 1

FEATURES
Both the horizontal and the vertical condensate 
return systems are available in heavy gauge 
“long lasting” steel only. Vertical tanks have 
all the same assembly components that the 
horizontal tanks do.

• Increased pump life under normal operation 
 because of higher head pressure

• Vertical return systems can be ordered   
 separately or skid-mounted and piped to 
 your boiler

• Easily serviced from the top

• Complete � oat assembly can be removed 
 without draining tank

* Note for < 80°F Applications 
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Vertical Condensate Return
Systems Designed For 
Compact Space Saving 
Applications For Boilers From 
1 HP up to 100 HP

SPECIFICATIONS & DIMENSIONS

* Over� ow opening must be piped to drain.

VERTICAL FEEDWATER / CONDENSATE

RETURN SYSTEMS

30 60

RETURN SYSTEMS



Fulton Boiler Works, Inc.
3981 Port Street, Pulaski, NY 13142
Call: (315) 298-5121  •  Fax: (315) 298-6390

www.fulton.com

ICS-FBA-12-BRO_2019-0522

The heat transfer innovators.

                                          Model F 30 75 150
For Boiler Size                          HP 1 - 30 31 - 75 80 - 150
Max. Boiler Pressure            PSI 150 150 150
Capacity                      GALLONS 22 40.8 70.5
                                                LITERS 83 154 267
Weight                                       LBS 200 295 450
                                                      KGS 91 134 204
DIMENSIONS
(A) Height                                    IN 34 44 50
                                   MM 864 1118 1270
(B) Diameter                                    IN 18 20 24
                                      MM 457 508 610
(C) Tank Height                                   IN 20 30 36
                                                 MM 508 762 914
(D) Vent                                                   IN 3 4 4
                                                              MM 76 102 102
(E) Drain                                                    IN 1.5 1.5 1.5
                                        MM 38 38 38
(F) Water Supply                                   IN .5 .75 .75
                                                                   MM 13 19 19
(G) Outlet                                     IN 3 3 3
                                                            MM 76 76 76
(H) Inlet                                             IN 1.25 2 2
                                   MM 32 51 51
(I) Thermometer                                   IN .50 .50 .50
                                                 MM 13 13 13
(J) Handhole                                         IN 3 x 4 3 x 4 3 x 4
                                                             MM 76 x 102 76 x 102 76 x 102
(K) Inlet Height                                      IN 26 31 34
                                    MM 660 787 864

BLOWDOWN  TANKSBLOWDOWN  TANKS
FEATURES
Constructed with the � nest quality 
materials, all compact Fulton
Blow-Down Tanks meet or exceed ASME 
Code and include special features to 
insure safe boiler blow-down. Fulton 
Blow-Down Tanks also operate with 
minimum maintenance.

• Ba�  e plate absorbs steam � ash
 and pressure

• Steam is expelled safely through vent

• Water and sludge pass through drain
 to sewer

• 3” x 4” handhole for cleaning
 and inspection

• Welded to ASME Pressure Vessel Code

• Fast, easy hook-up to boiler

Optional cooling kits available.

Fulton’s full line of heat 
transfer products includes:
• Fuel-� red vertical tubeless steam
 and hot water boilers

• Electric steam and hot water boilers

• Condensing and non-condensing
 commercial heating boilers

• Fuel-� red and electric thermal
 � uid heaters

• Customized sequencing and complete
 system control solutions 

SPECIFICATIONS/DIMENSIONS/CONNECTIONS
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